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Performance

Packing
The packing is included like below
Desktop portable water purifier
User manual
PE tube
Diverter

Product name

Water Purifier

Working pressure

0.1-0.4 MPa

Water flow

3.5L/MIN

Ambient Temp

5-45℃

Water source

Tap water

Product size

168x180x325mm

1 pc
1 pc
1 pc
1 pc

Universal adapter

1 pc

Connector

4 pcs
Quality of the filtered water
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Filtration down to 0.01 Micron
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Diagram

Components
360 degree rotation

Reset

Filter change indicator

Purified water

Upper
Outlet

Ornament

Uf filter
Body

Carbon filter

Bottom of body
Alkaline stone

Reset

Outlet

Filter’s lifetime indicator

Tap water

·An integrated composite filter offers an efficient safety solution for your kitchen drinking
water.
·A high-precision ultrafiltration filter with activated carbon and alkaline balls.
·An ultra-strong filtration method filters out water particles and impurities, organic
compounds, chlorine, even bacteria and viruses.
Inlet
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Installation and connection

Connection Diagram
Install the shunt with the relevant accessories according to the following.

Steps for installing the water purification device:
1. Select an appropriate place to install the water device;
2. Connect the universal adapter (optional) and the shunt to the faucet;
3. Use the PE water pipe to connect to the PE water socket of the shunt and the water
M22x1

device socket.

M20x1

Rubber mat
Universal
adapter

M21x1

M19x1(inside)-M22x1

Splitter
Rubber mat

M22x1

Connector Parts
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M21x1

Splitter

Rubber washer
M21x1

M19x1

M22x1
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M24x1-M22x1

M28x1-M22x1
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Universal adapter

Rubber mat

Splitter

Rubber mat
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Rubber Washer

Double-end stud
M19x1(inside)-M22x1

Rubber Washer

Rubber Washer

Rubber Washer

Double-end stud

Double-end stud

Double-end stud

M22x1-M20x1

M24x1-M22x1

Rubber mat

Splitter

M21x1

Splitter

M21x1
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Finished Installation

M28x1-M22x1

Splitter

Hose Connector

Purified water

Switch handle
Tap water
Tap water

Use the switch handle to Handover
the purified water and city water.

Insert PE pipe to
bottom,about 2cm

Once the PE pipe is
inserted all the way,
place the Blue circlip
onto the pipe retainer to
lock the pipe in.

Connect the tube to the inlet of machine,
then card in the blue clip.

2cm
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Operation

Filter cleaning and replacement
Attention: Water will flow out when the filter is being replaced, please be aware that the
floor could get wet by water.

Filter expiration indicator

1. When the whole device has reached an accumulated water flow of 1000L
the first two LED will light up.
RESET

2. When the whole device has reached an accumulated water flow of 2000L
the first four LED will light up.
RESET

1. Turn off the faucet, twist off and open
the upper case of the main device in
counterclockwise direction.

2. Twist off and open the filter component
in counterclockwise direction.

3. When the whole device has reached an accumulated water flow of 4000L
all the LED will light up and flash in order to remind user to replace
filter immediately.
RESET

Friendly reminder
In order to increase the operating time of battery, this device uses a low energy consumption
design. When there is no water passing through, all LED will be turned off even though the
accumulated water flow may have reached a certain amount that meets the criteria for LED
to light up. The LED can only light up when there is water passing through.

Reset operation

3. Install the filter component into the
upper case of the main device, and
twist tight.

2. Install the main device into the cylindrical
body, and twist tight in clockwise direction.

Friendly reminder:
1. When it is used for the first time or when the filter has been replaced, please turn on the faucet
allowing water to run for 10 to 15 minutes continuously before use.
2. If the water purifier has not been used for more than three days, please turn on the faucet first and
start using it again after allowing water to run for three minutes continuously.
3. Suggestion for use: The water quality is not the same in different areas. The different amount of silt,
rust, and bacteria in water body will determine the service life of filter. If the amount of water
flow has changed or the water quality has become worse, it is suggested that you replace the filter.
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RESET

When all of the LED have lit up on the device, this means that the
filter has expired. please change the filter, then switch on the water
purifier, press and hold the reset key for 5 seconds. The indicator lights on
the panel will light up from left to right in sequence and turn off one by one.
Then the reset operation is completed.

Battery life indicator
When the LED in the middle of the panel lights up and flashes, this
represents that the battery life has already expired and it reminds user
to replace the battery.
RESET

08

Battery change operation guide

Precautions
Carefully read this manual before using this appliance.
Ensure that you know how the appliance functions and how to operate it.
Maintain the appliance in accordance with the instructions to ensure that it functions
properly.
Keep this manual with the appliance. If the appliance is to be used by a third party,
this instruction manual must be supplied with it.
The safety instructions do not by themselves eliminate any danger completely and
proper accident prevention measures must always be used.
No liability can be accepted for any damage caused by non-compliance with these
instructions or any other improper use or mishandling.

1. Turn off the faucet, twist off the
upper case of the main device in
counterclockwise direction.

2. Twist off the filter component in
counterclockwise direction.

1. This device should be placed in stable position with good ventilation. It is important to
avoid direct sunlight and to stay away from hot objects and getting soaked and being cool
down by rain.
2. The environment temperature which allows this device to operate: 5 – 45℃.

on
off

3. Hot water is not allowed to pass through this device in order to avoid damage.
4. If the device has not been used for a long time and when it is to be used again, please
allow it to drain for 10 to 15 minutes before consumption.
5. This device is suitable for municipal water supply.
6. Before installation, the filter has to be twisted tight in clockwise direction.

3. Twist off the battery cover in
counterclockwise direction.

4. After changing battery, twist tight
the battery lid in clockwise direction.

This appliance is not intended for use by persons (including children) with reduced
physical, sensory or mental capabilities, or lack of experience and knowledge,
unless they have been given supervision or instruction concerning use of the
appliance by a person responsible for their safety. Children must be supervised to
ensure they do not play with the appliance, do not allow children to use the Appliance
without supervision.
Always inspect your appliance before use. Check parts are correctly attached. Do
not use this appliance if it has been damaged, dropped, left outdoors or dropped in
water. Return it to an authorised service dealer for examination and repair.

5. Install the filter component into the
upper case of the main device and
twist tight.
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6. Install the main device into the
cylindrical body , and twist tight in
clockwise direction.
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Maintenance
Cleaning
·Regularly clean the outside of the appliance with a soft damp cloth and dry it
with a dry towel. Do not immerse in water.
·Never use brushes, aggressive cleaning agents, petrol, thinners or alcohol
·Wait until the device is completely dry before using it again.
·Undo any kinks in the PE pipe.
Store in a Safe Place
When not in use store your appliance and all its accessories and instruction
manual in a safe and dry place

Troubleshooting
Problem

Causes

Solution

Water leakage
at the connector.

1. Have all the components at
the water leakage location
been twisted tight?
2. Is the opening of PE pipe cut
with an angle?
3. The rubber washer has not
been installed.

1. Twist tight all components.
2. Try to cut the opening of the PE
pipe flat and connect it again.
3. Install the sealing pad

Water leakage
at the bottom of
the main device.

Is the filter installed properly?

Install the filter properly.

The amount of
water flowing out
has decreased.

1. Filter is blocked.
2. Not enough water pressure.

1. Change the filter.
2. Wait for the water pressure
to recover.

1. No Battery / Flat Battery
2. There is no water running
from the water purifier

1. Change batteries .
2. This is a normal phenomenon.
The LED will only light up when
there is water passing through
the water purifier, and if the filter
has reached a certain stage
associated with its service life.

LED lights do
not light up.
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